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NATTONAL ADVISORY COMMITTEE FOR AERONAUTICS

RESEARCH MEMORANDUM

EFFECTS OF SIMULATED SKIN WRINKIES OF THE WING SURFACE ON THE
AERODYNAMIC CHARACTERISTICS OF TWO WING-BODY COMBINATIONS
EMPIOYING WINGS OF LOW ASPECT RATIO AT
SUBSONIC AND SUPERSONIC SPEEDS

By John C. Heltmeyer and Willard G. Smith

SUMMARY

This report is concerned with the results of an investigation to
determine the effects of simlated skin wrinkling of the wing surfaces
on the serodynamic characteristics of two wing-body combinations.

The 11ft, drag, end pitching moment of a low—wing wing-hody combi—
nation employing & plane triangular wing of aspect ratio 3 with and with—
out simulated skin wrinkles on the upper surface of the wing are presented
for a range of Mach numbers from 0.60 to 0,92 and from 1.20 to 1.90 at a
Reynolds number of 4.8 million.?

The 1ift, drag, end pitching mopgni of a midwing interceptor model
incorporating a plane swept wing of aspect ratio 2 with and without skin
wrinkles on the lower surface of the wing are presented for a rangs of
Mach numbers from 0.60 to 0.90 and from 1.20 to 1.70. In addition, the
veriation of the hinge-moment coefficient with angle of attack of two
elevon control surfaces on the swept—#ing model is presented for a Mach
nunber of 0,90, All data for this wing were obtained at a constant
Reynolds number of 2.0 million.

INTRODUCTION

It is well known that airplene wings when subjected to loadings such
as encountered in gust and high-speed maneuvers exhibit surface wrinkling.
To determine the effect of these surface irregularities on the asrodynamic
characteristics of wing plan forms sulteble for high-speed flight, tests

1At a Mach number of 1,90, wind—tunnel pover limited 'bhe maximm test
Reynolds number to 3,1 milliom,
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have been made st subsonic and supersonic Mech numbers of two wing—body
combinations each with and without simlsated skin wrinkles on the wing
surface, A low—wing model employlng & plane triangular wing of aspect
ratio 3 and a midwing model of an interceptor alrplene employlng a plane
swept wing of aspect ratio 2 were selected for investigation, since
experimentally determined date on the shape arnd distribution of wrinkles
were avallasble from statlc loading tests of a full-scale alrplane simllar
to the trisnguler-wing model and from static loading tests of & prototype
airplane of the Iinterceptor model.

NOTATION
b wing span b /e 2
— mean aercdynemic chord
c b72

[¢]

local wing chord

lift—-drag ratio

maximm lift-drsg ratio

Y T
Z
z

M Mach number

Mg, first moment of aresg, of,.elevon surface sbout hinge line
(area ahead of hinge line excluded)

q free—stream dynamic pressure

R Reynolds number based on the meen aerodynamic chord

s total wing area including area formed by extending leading
end tralling edges to plane of symmetry

Cp drag coefficient <d—~ggg)

cr, 11ft coefficient (1—;%)

Cn hinge-moment coefficient hinggqﬁ:ment )
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Cnm pitching—moment coefficient gbout a horizontal axis through
the point on the body axis at the body station correspond—
ing to the quarter point of the mean aerodynsmic chord

(pitching moment)

asT
o angle of sttack of body axls, degrees
o) engle between wing chord and elevon chord, measured in a

plane perpendicular to the elevon hinge line, positive
for downweard deflection, degrees

Subscripts
i inboard elevon
o outboard elevon
APPARATUS
Model

Wrinkle description.— The crest—to—crest distance, amplitude, and
locatlion of the skin wrinkles on the upper surface of the triangular-wing
model (see fig. 1) were scaled from corresponding experimental values
obtained from s 5 g static loading of a full—scale low-wing airplane
employing a nearly triangular wing with 55° swept leading edges. These
static loadlng tests represented five times the loading which the wing
would encounter in unaccelerated level £light at a Mach number of 0.90
at an altitude of 10,000 Peet with a 33 pounds per square foot wing
loading.

The wrinkle pattern (See fig. 2) which was simulated on the lower
surface of the swept—wing model was scaled from a wrinkle pattern
observed during static loading tests of a prototype airplane., This
loading corresponded .to a 7 g acceleration of an airplane having a
wing loading of 50 pounds per square foot, and flying at a Mach number
of 0.90 at an altitude of 10,000 feet. The wrinkles appeared on the
lower surface of the wing, because the elevon download (upward elevon
deflection) necessary for balance at the high 1lift coefficients is
transmitted as & compression load into the region ehead of the hinge
line on the lower surface of the wing. To simulate the flight condition
at which the wrinkles occurred the model was tested with both elevon
control surfaces deflected 15° upvard.
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The cross-—sectional shebpe of the wrinkles simmlated on each model
was a circular arc. The crest—to—crest distance, amplitude, and
location of the wrinkles on the triangular-wing model snd on the
swept—wing model are shown in figures 3 and 4, respectively. The
wrinkled surface of each model was simulated by coating the wings of
the basic models with wax from which the deslred wrinkle pattern was
cut by means of scrapers contoured to the desired cross section.

Basic models.— The important geometric characteristics of the
models investigated are as follows:

Trisngular-wing Swept-wing
Wing model model
Aspect ratio . . . . . . 3 2
Tgper ratio . . . o 0.332
Alrfoll sectlion (s-breamw:lse) NACA 0003-63 Root, NACA
0007-63/30-9.5°
Tip, NACA
000k,5-63/30-9.,5°
Total area, square feet . . 2,425 1.680
Mean aerodynamic chord, feet. 1.199 1.003
Dihedral, degrees . . . . 0 0
Camber . . + « « &« « & None None
Twist, degrees . . . .« . o 0
Incidence, degrees . . . . 0 0
Distance, wing chord plane
to body axis, percent of
T o v v s e e e e 13.7 0
Control. surfaces
First moment of area of
inboard elevon, M&i . e . None 0.00147
First moment of area of
outboard elevon, Mgy . None 0,00222
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Wind Tunnel and Equlpment

The experimental investigation was conducted in the Ames 6— by 6—Ffoot
supersonic wind tumnel. In this tunnel, the Mach number can be varied
continuously and the stagnation pressure can be regulated to masintain
a given test Reynolds number, The air is dried to prevent Pormation of
condensation shocks, Further information on this tunnel is presented
in reference 1. '

The models were sting mounted in the tunnel with the pitch plane
horizontal. The diameter of the straight sting used to mount the
triengular-wing model was about 93 percent of the diameter of the body
base. A sting bent 5° in the direction of poslitive 1lift was used to
mount the swept—wing model, the diameter of the sting being sabout
64 percent of the diameter of the body base. Due to the bend in the
sting, the swept—wing model was displaced laterally sbout 4 inches from
the tunnel center line. The b—inch-diameter, four—component, strain—gage
balance, which was enclosed within the body of the triangular—wing model 5
is described in reference 2. The 2-1/2—inch—diameter » three—component,
strain-gage balance, which was enclosed within the body of the swept—wing
model, is of the same type as that described in reference 2.

TESTS AND PROCEDURE

Range of Test Varisbles

The 1ift, drag, and pitching moment of the triangulsr-wing model
were investigated for a range of Mach numbers from 0.60 %o 0.92, and
from 1.20 to 1.90. The data were obtained at a constant Reynolds number
of 4.8 million for all Mach numbers except 1.90. At this Mach number,
wind—tunnel power limited the test Reynolds number to 3.1 million. The
1ift, drag, and pitching moment of the swept—wing model were investigated
for a range of Mach numbers from 0.60 to 0.90 and from 1.20 to 1.70.

The hinge-moment characteristics of two control surfaces were also
obtained on the swept—wing model at a Mach number of 0.90. The data for
‘the swept—wing model were obtained at a constant Reynolds number of

2.0 million,

Reduction of Data

The test data have been reduced to standard coefficient form. Factors
which could affect the accuracy of these results, together with the
corrections applied, are discussed in the following paragraphs,

m
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Tunnel-wall interference,— Corrections to the subsonic results Ffor
the induced effects of the tumnel walls resulting from 1if%t on the model
were made according to the methods of reference 3. The numerical values
of these corrections (which were added to the umcorrected deta) for each
model were obtained from: :

Trisngular-wing model Swept—wing model
& = 0.55h4 Ci, Ao = 0.3TT Cy,
ACp = 0,0097 C12 - Oy = 0.0066 Ci2

No corrections were maede to the pitching-moment coefficients.

The effects of comstriction of the flow at subsonic speeds by the
tunnel walls were taken into account by the method of reference 4., This
correction was calculated for conditions at zero angle of attack and was
applied throughout the angle—of-attack range. For the triangular—wing
model at a Mach number of 0.90 this correction amounted to a 2-percent
increase in the Mach number and in the dynamic pressure over that
determined from a calibration of the wind tunnel without a model in
place., Thie correction, at a Mach number of 0.90, amounted to only a
l-percent increase in the Mach number and in the dynamic pressure for
the swept—wing model.

During the tests at supersonic speeds, the reflection from the
tunnel walls of the Mach wave originating at the nose of the body did
not cross the model, No corrections were required, therefore, for
tunnel-wall effects,

Stream varistions.— No tests have been made at subsonic end super—
sonic speeds of the itriasnguler—wing model in both the normal and inverted
positions for the purposes of determining stream inclination end stream
curvature, However, results of similar tests of a midwing model
(reference 5) employing the same wing as the present triangular—~wing model
have indicated at subsonic speeds a stream inclination of —0.05° end a
stream curvature capsble of producing a pitching-moment coefficient
of —0,.004 at zero 1ift, amd no stream inclination or stream curvature at
supersonlic speeds. Tests of the swept-wing model in both the normal and
inverted. positions at subsonic and supersonic Mach numbers have indicated
a stream inclination of less than —0.10° at subsonic speeds, and nelther
stream inclination nor stream curvature at supersonic speeds., No
corrections were made to the data of either model for the effects of the
stream irregularities at subsonlic speeds.

No measurements have been made to determine the stream curvature.in
the yaw plane of the models at subsonic speeds. A survey of the air stream

= SECURTTY TNECRMATTON
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(reference 1) at supersonic speeds has shown a stream curvature in the
yaw plane of the models. The effects of this curvature on the measured
characteristics of the present models are not known but are believed to
be small, as judged by the results of reference 6.

At subsonlc speeds, the longitudinsl varlation of static pressure
in the region of the models is not known accurately at present, but a
preliminary survey has indicated that it is less than 2 percent of the
dynamic pressure. No correction for this effect was made., The survey
of reference 1 indicated that at supersonic speeds there is a static
pressure varlatlion in the test section of sufficient magnitude to affect
the dreg results. A correction, ACDg, was added to the measured drag
coefficient, therefore, to account for the longitudlinal buoyancy caused
by this static pressure variation. These corrections are as follows:

Triangular-wing model Swept—wing model
M ACDG M AEDG
1.20 (] 1.20] -0.000L
1- l"o e 0003 l- 35 ™ 0010
1.7 .0010 1.50} 0O
1.9 .0006 1.70 . 0004

Support interference.— At subsonic speeds the effects of support
interTerence on the aerodynamic characteristics of the present models
are not known. TFor these tailless models, it is believed that such
effects consisted primarily of a change In the pressure at the base of
each model. In an effort to correct at least partislly for this support
interference, the base pressure was measured and the drag data were
ad justed to correspond to a base pressure equal to the static pressure of
the free stream.

At supersonic speeds, the effects of support Interference on &
body—sting configuration similar to that of the present models are shown
by reference T to be confined to a change in base pressure. The previously
mentioned ad justment of the drag for base pressure, therefore, was applied
at supersonic speeds. It should be noted that the drag coefficients
presented 1n the present report are in essence foredrag coefficients
sincs the base drag, drag which a model would encounter in free flight,
is not included.

SRR TAL
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The variation of 11ft coefflicient with angle of attack, and the
variation of pitching-moment coefficlent, drag coefficlient, and lift-drag
ratio with 11ft coefficlent for the triangular-wing model and Por the
swept—wing model are shown in Pigures 5 and 6, respectively.

The variation of hinge-moment coefficient with angle of attack for
the inboard elevon and for the outboard elevon of the swept—-wing model
'is presented in figure 7.

It should be mentioned that the results as presented are Ffor
specific wrinkle patterns corresponding to prescribed loadings of glven
wing structures. For the given wing loading snd altitude (1ift
coefficient of 0.45 at a Mach number of 0.60, 1ift coefficient of 0.06
at a Mach number of 1.70) the major effect of the skin wrinkles on the
characteristics of the trismgular-wing model was to increase the drag
coefficlent and to decrease the 1lift—-drag ratio at all Mach numbers,
except at a Mach number of 0.60 where no effect was indicated, The lift
and piteching-moment characteristics were wmaffected,

For the swept—wing model with the given wing loading and altitude,
the balance 11ft coefficient at all Mach numbers 1s approximstely equal
to the 1ift coefficlent required for a T g accelerstion. The results
indicate that at this 1lift coefficient the wrinkles increased the drag
by a small amount at supersonic Mach numbers and had negligible effect
on the dreg at subsonic Mach numbers, The 1lift and pitching-moment
characteristics at subsonic and supersonic Mach numbers were umaffected.
At & Mach nunber of 0.90 the presence of the simmlsgted skin wrinkles
decreased slightly the hinge-moment coefficients of each elevon control
surface.

Ames Aeronsutical Leborstory
National Advisory Committee for Aeronsautics
Moffett Field, California
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Figure 1l.— The triangulsr—wing model wlth the simulated skin wrinkles on
the upper wing surface.
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Figure 2,-— The swept—wing model with the simulated skin wrinkles on the
lower wing surface,
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